ELMDOR / STONEMAN

INSTALLATION INSTRUCTIONS

APPLICABLE FOR VARIABLE
PITCH ROOFS UP TO 4>

INSTALLATION INSTRUCTIONS

A. PLACE LEAD FLASHING(1)OVER ROOF PENETRATION (2).
FOLLOW RECOMMENDATIONS FROM ROOFING

B. MATERIAL MANUFACTURER FOR SEALING LEAD
FLASHING TO ROOF.
USING E/S SUFFIX OPTION —PS PERMASEAL (®OR

C. GE TYPE Il SILICON RUBBER CAULK OR EQUAL,
PLACE A STRIP OF PERMASEAL OR BEAD OF
CAULK AROUND THE TOP OF THE LEAD FLASHING.

\_/©—— SKIRT ———

D. PLACE CAST IRON COUNTERFLASHING (4) OVER
ROOF PENETRATION AND DOWN ONTO THE
SEALANT LEAVING A SPACE FOR EXPANSION
AND CONTRACTION.

E. USE (3) 1/4—20x5/8" SET SCREWS (5) PROVIDED
TO SECURE COUNTERFLASHING TO ROOF
PENETRATION.

F. FILL COUNTERFLASHING CAVITY WITH EPOXY () OR
OR SEALANT. BY OTHERS.
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